


Flexible Traffic Doors INDUSTRIAL / REFRIGERATED MEAT RAIL DOOR

ARCHITECTURAL SPECIFICATIONS

Width In Clear

Where indicated on plans, furnish model ‘

130 double acting, gravity actuated flexi- = = A
ble traffic door as manufactured by I e oveERAR ke, T
Custom Quality Products, Inc., Cincinnati, ;/_

Ohio. Door to be constructed from 2 ply -1 \_

TOP MOUNTED

USDA accepted industrial white belting. \ . G ATV tHNGE
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Windows to be 16” x 16” PVC. Hinges to be
top mounted stainless steel gravity actuat- |

ed. Belting panels to include bulb gaskets Height
on sides, top and bottom wipers and a 3” C | i ) Clear
overlap at center.
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To fit door opening size: L
width x height — - ‘F.ir;-l-sll-n-ed Floor
Q Single Q Bi-parting
OPTIONS:
_ Hinges
Windows 0 SDSS (STND) Stainless Steel
Q16” x 16” (STND) Q SSHDSS (Heavy Duty) Stainless Steel
Q Meat Rail Offset
Q Other
Color Selection
Q Meat Rail Cutouts Q White
Door Frames
Q Tube Style - Primed Steel
Q C-Channel - Primed Steel
Q C-Channel - Stainless Steel
Model 130 Traffic Doors are shipped FOB Factory.
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