


ABS
q PL12 (12”) q PL24 (24”)
q PL36 (36”) q PL48 (48”)

Bottom scuff plate (both sides)
q SP12 (12)

Windows 
q 6” x 12” q 22” x 22”
q 9” x 14” (STND) q 10” x 30”
q 14” x 16”

Rigid Traffic Doors Retail / PERSONNEL TO CART TRAFFIC

ARCH I T ECTURAL  S P EC I F I CAT IONS

Where indicated on plans, furnish model

600 shall be double acting, gravity actuated

traffic door, as manufactured by Custom

Quality Products, Cincinnati, Ohio. Doors

shall be constructed of 1/4 “ thick ABS

plastic sheet. Hinge edge shall be rein-

forced with triple layer and fiberglass chan-

nel. Doors shall come standard with 9” x

14” acrylic vision panel and GS style hinge

with hardened cam plate and rollers, dust

covers and bottom pin assembly.
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OPTIONS:

Abuse plates, jamb guards, scuff
plates, and bumper strips are available
as an upgrade.

Hinge - Jamb Guard
q Bottom Pin (STND)
q JG10”
q Stainless Steel

Door Frames
q Tube Style - Primed Steel
q C-Channel - Primed Steel
q C-Channel - Stainless Steel

Other
q Limiting Posts
q Rub Rails / Cart Guards 
q Café / Gate style

Model 600 Traffic Doors are shipped FOB Factory.

Customer:

Approved by:          Date:

To fit door opening size:

width x height

q Single q Bi-parting

Spine
Triple Layer
Construction

GS STYLE
HINGE

BOTTOM PIN
(STND)


