


Where indicated on plans, furnish model

620ALC double acting, gravity actuated

traffic door as manufactured by Custom

Quality Products, Inc., Cincinnati, Ohio.

Doors shall be constructed with 3/4” hard-

wood plywood core, aluminum finish with

48” high stainless steel at bottom.

Windows to be 9” x 14” x 1/4” acrylic set

in custom extrusion. Door edge to have

stainless steel cap. Hardware to be a low

profile V-cam hinge with cam plate, rollers

and bottom pin assembly.

To fit door opening size:

width x height

q Single q Bi-parting

Teardrop Bumpers (Both Sides)
q FB12 (12”) q FB18 (18”)
q FB24 (24”) q FB36 (36”)
q FB42 (42”)

Windows 
q 6” x 12” q 22” x 22”
q 9” x 14” (STND) q 10” x 30”
q 14” x 16” q Other 
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OPTIONS:

Jamb Guard Options
q JG10”
q SSJG10” (Stainless Steel)

Facing
q 620 High Pressure Laminate
q 620ALC (Aluminum)
q 620SS (Stainless Steel)

Door Frames
q Tube Style - Primed Steel
q C-Channel  - Primed Steel
q C-Channel  - Stainless Steel

Other
q Rub Rails / Cart Guards
q SSGS Hinges (Stainless Steel)

Model 620 ALC  Traffic Doors are shipped FOB Factory. 
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