


Added Impact Plates Protection
q Indicate Location & Height

Window Sizes
q 15” x 14” (STND)
q Other

Window Location
q Centered
q C-Frame  (STND)
q Other

Color Selection
Door              Impact Plates
q Green    q Green
q Brown   q Black
q Blue   
q Black

Flexible Traffic Doors INDUSTRIAL / COMMERCIAL LIGHT MOTORIZED TRAFFIC

ARCH I T ECTURAL  S P EC I F I CAT IONS

Where indicated on plans, furnish model

75  double acting, gravity actuated flexible

traffic door as manufactured by Custom

Quality Products, Inc., Cincinnati, Ohio.

Doors shall be constructed with a single

layer 40 oz vinyl coated nylon with 48”

high x 1/8” thick impact plates at the bot-

tom. Windows to be 15” x 14” C-framed

polycarbonate. Hinges to be top mounted

stainless steel gravity actuated. Panels to

include bulb gaskets on sides, top and bot-

tom wipers and a 3” overlap at center.

CUSTOM QUALITY PRODUCTS, INC. • 1645 Blue Rock Street • Cincinnati, Ohio 45223www.cqpinc.com

OPTIONS:

Model 75 Traffic Doors are shipped FOB Factory.

Customer:

Approved by:          Date:

To fit door opening size:

width x height

q Single q Bi-parting

Model 50 same as model 75, but plates are limited to 12” high scuff plate

Hinges
q SDSS (STND) stainless steel
q HD (Heavy Duty)
q HDSS (Heavy Duty) stainless steel
q 270 Degree swing

Door Frames
q Tube Style  - Primed Steel
q C-Channel - Primed Steel
q C-Channel - Stainless Steel

TOP MOUNTED
GRAVITY HINGE

 


