


GS STYLE 
HINGE

W.I.C.

  14"

  9"

Optional
TEARDROP BUMPER

STRUCTURAL ALUMINUM
W/FOAM CORE

TEARDROP BUMPER
AT DESIRED HEIGHT

H
.I.C

.

FINISHED FLOOR

  1"

Teardrop Bumpers (Both Sides)
q FB12 (12”) q FB18(18”) q FB24 (24”)
q FB36 (36”) q FB42 (42”)

Impact Plates (Both Sides)
ABS
q PL12 (12”) q PL24 (24”)
q PL36 (36”) q PL48 (48”)

Stainless Steel 
q SS12 (12”) q SS24 (24”)
q SS36 (36”) q SS48 (48”)

Windows 
q 6” x 12” (double pane only)
q 9” x 14” (STND) q 10” x 30”
q 14” x 16” q 22” x 22”

Rigid Traffic Doors INDUSTRIAL / REFRIGERATION HEAVY CART TO LIGHT MOTORIZED TRAFFIC

ARCH I T ECTURAL  S P EC I F I CAT IONS

Where indicated on plans, furnish model

901R double acting, gravity actuated traf-

fic door as manufactured by Custom

Quality Products, Inc., Cincinnati, Ohio.

Doors shall be constructed with welded

aluminum framing and expanded poly-

styrene insulation. Overall thickness will

be 1”.  Windows to be 9” x 14” x 1/4”

acrylic set in low profile plastic frames.

Facing to be .093 ABS high impact plastic.

Doors to be fully gasketed.  Hardware to

be GS-Type hinge with cam plate, rollers

and bottom pin assembly.

CUSTOM QUALITY PRODUCTS, INC. • 1645 Blue Rock Street • Cincinnati, Ohio 45223www.cqpinc.com

OPTIONS:

Abuse plates, jamb guards, scuff
plates, and bumper strips are available
as an upgrade.

Jamb Guard Options
q Bottom Pin (STND)
q JG10”
q Stainless Steel Hinges

Facing
q ABS (STND)
q Stainless Steel

Door Frames
q Tube Style - Primed Steel
q C-Channel - Primed Steel
q C-Channel - Stainless Steel

Other
q Cane Bolts
q Locking Sleeve
q Limiting Posts
q Rub Rails / Cart Guards 
q Transom Panels for heights over 8’

Model 901R Traffic Doors are shipped FOB Factory 

Customer:

Approved by:          Date:

To fit door opening size:

width x height

q Single q Bi-parting

BOTTOM PIN
(STND)


