A. Model 100 as manufactured by Custom Quality Products Inc. 

1. Sizes: As indicated on drawings (door schedule).

2. Panels:

a. Constructed of 2 ply of 40 ounce thick reinforced flexible vinyl, with a 3 inch (76 mm) overlap at leading edge.

b. Perimeter of panels shall be gasketed. Blade style at top and bottom, bulb style at jamb edge.

c. Color: Architect shall select color from standard manufacturer’s colors.

3. Hinges:

** NOTE TO SPECIFIER **  Delete hinge not required.

a. Top mounted stainless steel gravity hinges (SDSS) 1/4 inch (6 mm) stainless steel base and 5/8 inch (16 mm) diameter stainless steel arms.

b. Heavy duty hinges (HD) 1/2 inch (13 mm) zinc plated base and 3/4 inch (19 mm) diameter stainless steel arms.

c. Heavy duty stainless steel hinges (HDSS) 1/2 inch (13 mm) stainless steel base and 3/4 inch (19 mm) diameter stainless steel arms.

4. Vision Area: 

** NOTE TO SPECIFIER **  Delete vision area not required.

a. 14 inches (356 mm) by 15 inches (381 mm) by .120 inch (3 mm) thick clear polycarbonate vision panels. 

b. 22 inches (559 mm) by 23 inches (584 mm) by .120 (3 mm) thick clear polycarbonate vision panels.

