A. Model 500S as manufactured by Custom Quality Products Inc. 

1. Constructed of 20 ga. polished stainless steel body and panel, with leading edge structurally formed for added strength. Jamb edge of panel reinforced with 3/8 inch (9.5 mm) plywood on both sides with a formed cover of stainless steel.
2. Sizes: As indicated on drawings (door schedule).

3. Hinges: GS style with hardened rollers, hinge covers with:

** NOTE TO SPECIFIER **  Delete jamb guard not required.

a. Bottom pin system.

b. 10 inches (254 mm) jamb guard. 

c. 18 inches (457 mm) jamb guard.

d. Door panels 36 inches (914 mm) wide bi-parting and smaller will utilize café gate style hinges.

4. Vision Area:

** NOTE TO SPECIFIER **  Delete vision area not required.

a. 9 inches (229 mm) by 14 inches (356 mm) clear vision panels held securely in place by a gasket style custom rubber extrusion. 

** NOTE TO SPECIFIER **  If panels are 42 inches (1067 mm) bi-parting or smaller.

b. 6 inches (152 mm) by 12 inches (305 mm) clear vision panels held securely in place by a gasket style custom rubber extrusion.

c. 14 inches (356 mm) by 16 inches (406 mm) clear vision panels held securely in place by a gasket style custom rubber extrusion.

d. 22 inches (559 mm) 22 inches (559 mm) clear vision panels held securely in place by a gasket style custom rubber extrusion..

5. Panel Protection: Impact plate.

** NOTE TO SPECIFIER **  Delete protection not required.

a. 12 inches (305 mm) high Impact plate. 

b. 18 inches (457 mm) high Impact plate. 

c. 24 inches (610 mm) high Impact plate. 

d. 36 inches (914 mm) high Impact plate. 

e. 42 inches (1067 mm) high Impact plate. 

f. 48 inches (1219 mm) high Impact plate. 

g. None.

